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The 8CPT at sight system is constituted by the main runner and by cross
tees of mm. 1200 and mm. 600 with a hook system.
The overall dimensions are 24x38 mm.

8CPT SYSTEM - exposed suspension system mm 24x38

ARTICLE DESCRIPTION CODE DIMENSIONS PCS LM PCS LM
mm Box Box Pallet Pallet

width  height  lenght

3600

MainRumner —gepr/gn 24 38 3600 2 90 1500 5400

(] T mm 3600

‘ 1200 i
h h Cross Tee
: t 8CPT/120 24 38 1200 50 60 4200 5040
@ e I &3 Tmm 1200 !

600

Cross Tee 8CPT /060 24 38 600 75 45 6600 3960
Tmm 600
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600/625

The overall dimensions are 24x38 mm.

8CPT DIN SYSTEM - exposed suspension system mm 24x38

The 8CPT DIN at sight system is constituted by the main runner and by
cross tees of mm. 1250 and mm. 625 with a hook system.

Tmm 625

ARTICLE DESCRIPTION CODE DIMENSIONS Il;(S Il;.fll PPfls Plﬂ‘
mm 0X 0X allet allet
width  height  lenght
k 3750 | Main R
[ = - ain Runner 8CPT /375 24 38 3750 25 93,75 1500 5625
@ =i 1° _~_ [° (= T mm 3750 / '
[ 1250 |
' i Cross Tee
: ! 8CPT/125 24 38 1250 50 62,50 4200 5250
@ & [ _é\::g Tmm 1250 / '
625 - {
1% Cross Tee 8CPT/ 062 24 38 625 75 46,875 6600 4125






